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B-2

Freguency Range : 0-6 GHz
VSWR : 1.5 Max
Insertion Loss : 0.8 dBi Max
Impedence : 50 Ω
Gas Tube DC : 230V ± 20 %
Gas Tube Impulse Breakdown Voltage : ≤ 700V
Gas Tube Insulation Resistance : ≥ 10000 MΩ
Max Withstand Current : 5 KV
RF Power Rating : 15 W
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CHE for New Drawing Frame & B B 2006/07/10

Revisions

Mark G. SunRyan

New PN System

Body Brass

2009.10.13

Nickel

2009.10.132009.10.13

Note: Revisions B; B-1; B-2.....  On Behalf of Official Drawing.
       Revisions 1; 2; 3; 4....... On Behalf of Experiment's Drawing.

2

3

4

SG03A0N01-1

RP TNC Surge Protector.X     ±0.2
.XX   ±0.1
.XXX±0.05Insulator PTFE None

Pin Brass Gold
5

6

Washer Brass
Nut Brass Nickel

Nickel
Scale

All Dimensions in mm

Rev.

B-2

Abbr.

STNTS

Customer P/N:(Unless Otherwise Specified)

Date

*Change new drawing frame in Blue Color since 2009/07/01 , to comply with Company CIS Policy.

2009.10.13

Add Ground loose TerminalB-1 B-1 2009/05/12

Shell Brass Nickel

Add Note for Electrical SPEC.B-2 B-2 2010/06/07
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