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DIP TYPE SMD TYPE SOP TYPE

Il FEATURES

® No EMI/RFI generation ® | ow On-state resistance

® High reliability ® High isolation voltage

® No moving parts ® Arc-free with no snubbing circuits

® L ow drive power requirement ® Machine insertable or wave solderable

(TTL/CMOS compatible)

Il APPLICATIONS
® Telecommunications ® Security
@ Instrumentation @ Industrial control

® Medical equipment

l PART NUMBER SYSTEM
EPR 2 1 1A 40 6 0 00 E L Z

‘ L Z:RoHS Compliant

Nil: Standard
L:Current limit
Nil: Standard
E:Special Number
— Special number:
00:Standard
Packing: 0:1C Tube, 1:Tape & Reel
— Pin out: 4:4pin, 6:6pin, 8:8pin
Load voltage: 02:20V, 03:30V, 06:60V, 08:80V, 20:200V,
25:250V, 35:350V, 40:400V, 60:600V
Contact type: 1A:1 form A, 1B:1 form B, 1C:1 form A/1 form B
2A:2 form A, 2B:2 form B
Load type: 0:DC, 1:AC&DC
Package type: 2:DIP, 3:SMD, 4:SOP
Series name: EPR:MOS RELAY

N
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Il MARKING SYSTEM
EPR & 1A 40 T XX

| —‘_—Special Number

Packing:
T:-Through hole, M:SMD type, S:SOP type
F:DC output & through hole
N:DC output & SMD, K:DC output & SOP
—— Load voltage: 02:20V, 03:30V, 06:60V, 08:80V, 20:200V
25:250V, 35:350V, 40:400V, 60:600V
— Contact type: 1A:1 form A, 1B:1 form B, 1C:1 form A/1 form B
2A:2 form A, 2B.2 form B
—— Pin number: 4:4pin, 6:6pin, 8:8pin
L Model name: EPR

[l CIRCUIT DIAGRAM

EFPR 6F 14 TYPE {(AC/DCH

o—
‘ﬁ

2
O
3
o—1

h
O

i
s

For the latest product information, Please visit our website at www.ece.com.tw

ra




KGE

9001
IS0 -
An e | l"!]{'l!, Company

OHSAS 18001

[l OPTIONS

—= Direction of Feed

EPR/EPV—SMD Type

TAPE & REEL Package 6401
- (0.63)
2z 240.1
2| S (0,079) #1513
o (0.157) t= (0.059)
s oo olodo oo
EI L] L | | j
b — i - -2
/) | [T ] q v
3.9+£0.1 ‘
$1.54+0.1 (0.154) f
(0.059) | 4.740.1
(0.185)

10.620.1
©.417)
UNIT: mm(inch)

TYPE | BO+0.1 | FO+0.1 [ wo+0.3 [I5"REEL/PCY
4P [5.3(0.209)7.5(0.295) 16(0.630) | 1000
6P [9.4(0.370)]7.5(0.295)| 16(0.630)| 1000
8P  10.3(0.406)11.5(0.453)24(0.945) 1000

EPR/EP\FSOP Type —= Direction of Feed
TAPE & REEL POCROQG - 12401
B o7
gl (oA.f1i 507; i / (27555755 L—_’ (25?5)
—© © ©

&
[
SRS pyE

o1.550.1 P |
(0.059)
IR AR RV =Y
7.2+01

(0.283)

UNIT: mm(inch)

TYPE BOX0.1 FO£0.1 W0+0.3 [13"REEL/PCSY
4P |5.1(0.200) |5.5(0.217)[12(0.472)| 2000

6P |6.7(0.264) | 7.5(0.295) 16(0.630)| 2000

8P 19.6(0.378) |7.5(0.295) 16(0.630)| 2000

For the latest product information, Please visit our website at www.ece.com.tw
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[l DIMENSIONS

DIMENSIONS  Unit:mm({inch)
EPR/EPV—DIP/SMD SERIES

(DIP TYPE) (SMD TYPE)
6 5 4 6 5 4
e e A4 A .
< g
8 2
O ~ O ~
H E B
T A, -
T2 3 OQLA’
8% PCB. LAYOUT B
A= D HE P.C.B. LAYOUT Pi + Di ; A
:;'8 AL+0.2 (TOP \/\EW) :28 A+0.2 (TOP \/\E\/\/) In ou imensions
4 Pin | 4.7(0.185)

Vg [

HIR %W [N R 6 Pin | 8.8(0.346)
. 047 ¢ 408 EE ﬂg B=2.54x[{Pin/2)—1 m/ﬁ\ 8 Pin| 9.78(0.385)
3§ B+o.4 | (0-019) <7 P (0100x(Pin/2)=1] 13 Pin out|Dimensions B
ae B=2.54x[(Pin/2)—1] O ]

(0.100x[(Pin/2)—1]) fLJ LT 4 Pin | 2.54(0.100)
M C%L 6 Pin | 5.08(0.200)

B=2.54x[(Pin/2)~1] (0.059)" | gyp4
(0.100x[(Pin/2)—1]) B2 54x[(Fin/2)=1] 8 Pin| 7.62(0.300)

(0.100x[{Pin/2)—11)

. ___________________________________________________________________________________________NiWl
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B SPECIFICATIONS (@25%C):

211A024005 211A034005 211A064000 211A064001 211A064002
DIP 211A026005 211A036005 211A066000 211A066001 211A066002
212A028005 212A038005 212A068000 212A068001 212A068002
Pa&'\é,‘m)ber 311A024X05 | 311A034X05 | 311A064X00 | 311A064X01 | 311A064X02
(6 PIN) SMD | EPR 311A026X05 311A036X05 311A066X00 311A066X01 311A066X02
(8 PIN) 312A028X05 312A038X05 312A068X00 312A068X01 312A068X02
411A024X05 411A034X05 411A064X00 411A064X01 411A064X02
SOP 411A026X05 411A036X05 411A066X00 411A066X01 411A066X02
412A028X05 412A038X05 412A068X00 412A068X01 412A068X02
4PIN / 6PIN 1A 1A 1A 1A 1A
Contact form
8PIN 2A 2A 2A 2A 2A
Input Characteristics
Forward voltage (V)(Ve) 0.9-15 0.9-15 0.9-15 0.9-15 0.9-15
Reverse voltage at 10pA (V)(Vr) 5 5 5 5 5
Control current (mA)(lg) 10-50 10-50 5-50 5-50 5-50
Output Characteristic
Load voltage (V)(AC peak or DC)(V.) 20 30 60 60 60
Continuous rated  |SOP 1500 1300 350 120 120
load current (MA)1)) |spp/pip 2000 1800 400 120 120
Peak current SOP 2500 2000 600 250 250
(MA)(ILrear) SMD/DIP 2500 2000 700 250 250
On-state resistance Max. (Q)(Ron) 0.5 0.5 1.4 16 8
Off-state leakage current (MA) (1) 1 1 1 1 1
Turn-on (msec)(Ton) 5 5 1 1.5 15
Turn-off (msec)(Tore) 2 2 1 1 1
Capacitance (pF){(Cour) 400 300 150 25 25
Current limit typ. (mA) -—- -—- -—- -—- -—-
Input / Output Characteristics
|/O Capacitance (pF)(Co) 5 5 5 5 5
/0 Isolation voltage |SOP 1500 1500 1500 1500 1500
(VAC)(Vio) SMD/DIP 3750 3750 3750 3750 3750
I/O Isolation resistance (GQ)(Ryo) 5 5 5 5 5

Temperature limits

Operating (Top)

-40°C to +85°C (-40°F to +185°F)

Storage (Tsre)

-40°C to +100°C (-40°F to +212°F)

|
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211A064005 211A064009 211A084000 211A084009
DIP 211A066005 211A066009 211A086000 211A086009
212A068005 212A068009 212A088000 212A088009
Pa&'\;‘m)ber 311A064X05 | 311A064X09 | 311A084X00 | 311A084X09
(6 PIN) SMD | EPR 311A066X05 311A066X09 311A086X00 311A086X09
(8 PIN) 312A068X05 312A068X09 312A088X00 312A088X09
----------------- 411A064X09 411A084X00 411A084X09
SOP 411A066X05 411A066X09 411A086X00 411A086X09
----------------- 412A068X09 | 412A088X00 | 412A088X09
4PIN / 6PIN 1A 1A 1A 1A
Contact form
8PIN 2A 2A 2A 2A
Input Characteristics
Forward voltage (V)(V) 0.9-1.5 0.9-15 0.9-15 0.9-15
Reverse voltage at 10pA (V)(Vr) 5 5 5 5
Control current (mA)(lg) 10-50 5-50 5-50 5-50
Output Characteristic
Load voltage (V)(AC peak or DC)(V.) 60 60 80 80
Continuous rated SOP 900 350 120 120
load current (mA)11) |smp/pIP 1100 400 120 120
Peak current SOP 1500 600 250 250
(MA)(ILpear) SMD/DIP 1500 700 250 250
On-state resistance Max. (Q)(Ron) 0.7 14 12 12
Off-state leakage current (MA) (1) 1 1 1 1
Turn-on (msec)(Ton) 5 1 1 1
Turn-off (msec)(Tore) 2 1 1 1
Capacitance (pF){(Cour) 300 150 25 25
Current limit typ. (mA) -—- -—- -—- -—-
Input / Output Characteristics
I/O Capacitance (pF)(Cyo) 5 5 5 5
/0 Isolation voltage [SOP 1500 2500 1500 2500
(VAC)(Vio) SMD/DIP 3750 5000 3750 5000
I/O Isolation resistance (GQ)(Ryo) 5 5 5 5

Temperature limits

Operating (Top)

-40°C to +85°C (-40°F to +185°F)

Storage (Tsre)

-40°C to +100°C (-40°F to +212°F)

|
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211A204000 211A204009 211A254000 211A254002 211A254009
DIP 211A206000 211A206009 211A256000 211A256002 211A256009
212A208000 212A208009 212A258000 212A258002 212A258009
Pa&'\;‘m)ber 311A204X00 | 311A204X09 | 311A254X00 | 311A254X02 | 311A254X09
(6 PIN) SMD | EPR 311A206X00 311A206X09 311A256X00 311A256X02 311A256X09
(8 PIN) 312A208X00 312A208X09 312A258X00 312A258X02 312A258X09
411A204X00 411A204X09 411A254X00 411A254X02 411A254X09
SOP 411A206X00 411A206X09 411A256X00 411A256X02 411A256X09
412A208X00 412A208X09 412A258X00 412A258X02 412A258X09
4PIN / 6PIN 1A 1A 1A 1A 1A
Contact form
8PIN 2A 2A 2A 2A 2A
Input Characteristics
Forward voltage (V)(Ve) 0.9-15 0.9-15 0.9-15 0.9-15 0.9-15
Reverse voltage at 10pA (V)(Vr) 5 5 5 5 5
Control current (mA)(lg) 5-50 5-50 5-50 5-50 5-50
Output Characteristics
Load voltage (V)(AC peak or DC)(V.) 200 200 250 250 250
Continuous rated  |SOP 150 150 140 140 140
load current (mA)(1) |spp/DIP 200 200 180 200 180
Peak current SOP 300 300 300 300 300
(MA)(ILpear) SMD/DIP 400 400 350 350 350
On-state resistance Max. (Q)(Ron) 10 10 10 8 10
Off-state leakage current (MA) (1) 1 1 1 1 1
Turn-on (msec)(Ton) 1 1 1 1 1
Turn-off (msec)(Tore) 1 1 1 1 1
Capacitance (pF){(Cour) 100 100 100 -— 100
Current limit typ. (mA) -—- -—- -—- -—- -—-
Input / Output Characteristics
I/O Capacitance (pF)(Cyo) 5 5 5 5 5
/0 Isolation voltage |SOP 1500 2500 1500 1500 2500
(VAC)(Vio) SMD/DIP 3750 5000 3750 3750 5000
I/O Isolation resistance (GQ)(Ryo) 5 5 5 5 5

Temperature limits

Operating (Top)

-40°C to +85°C (-40°F to +185°F)

Storage (Tsre)

-40°C to +100°C (-40°F to +212°F)

. ____________________________________________________________________________________________________ Ny
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211A354000 211A354001 211A354002 211A354009
DIP 211A356000 211A356001 211A356002 211A356009
212A358000 212A358001 212A358002 212A358009
Pa&'\;‘m)ber 311A354X00 | 311A354X01 | 311A354X02 | 311A354X09
(6 PIN) SMD | EPR 311A356X00 311A356X01 311A356X02 311A356X09
(8 PIN) 312A358X00 312A358X01 312A358X02 312A358X09
411A354X00 411A354X01 411A354X02 411A354X09
SOP 411A356X00 411A356X01 411A356X02 411A356X09
412A358X00 412A358X01 412A358X02 412A358X09
4PIN / 6PIN 1A 1A 1A 1A
Contact form
8PIN 2A 2A 2A 2A
Input Characteristics
Forward voltage (V)(V) 0.9-1.5 0.9-15 0.9-15 0.9-15
Reverse voltage at 10pA (V)(Vr) 5 5 5 5
Control current (mA)(lg) 5-50 5-50 5-50 5-50
Output Characteristics
Load voltage (V)(AC peak or DC)(V.) 350 350 350 350
Continuous rated SOP 100 80 130 100
load current (mA)11) |smp/pIP 130 100 170 130
Peak current SOP 300 200 300 300
(MA)(ILpear) SMD/DIP 300 250 300 300
On-state resistance Max. (Q)(Ron) 10 50 16 30
Off-state leakage current (MA) (1) 1 1 1 1
Turn-on (msec)(Ton) 1 1.5 1 1
Turn-off (msec)(Tore) 1 1 1 1
Capacitance (pF){(Cour) 100 - 200 -—
Current limit typ. (mA) -—- -—- -—- -—-
Input / Output Characteristics
I/O Capacitance (pF)(Cyo) 5 5 5 5
/0 Isolation voltage [SOP 1500 1500 1500 2500
(VAC)(Vio) SMD/DIP 3750 3750 3750 5000
I/O Isolation resistance (GQ)(Ryo) 5 5 5 5
Operating (Top) -407C to +85C (-40°F to +185°F)
Temperature limits
Storage (Tsre) -40°C to +100°C (-40°F to +212°F)

e ( S
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211A404000 211A404002 211A404009 211A604000 211A604009
DIP 211A406000 211A406002 211A406009 211A606000 211A606009
212A408000 212A408002 212A408009 212A608000 212A608009
Pa&'\;‘m)ber 311A404X00 | 311A404X02 | 311A404X09 | 311AB04X00 | 311AB04X09
(6 PIN) SMD | EPR 311A406X00 311A406X02 311A406X09 311A606X00 311AB606X09
(8 PIN) 312A408X00 312A408X02 312A408X09 312A608X00 312A608X09
411A404X00 411A404X02 411A404X09 411A604X00 411A604X09
SOP 411A406X00 411A406X02 411A406X09 411A606X00 411A606X09
412A408X00 412A408X02 412A408X09 412A608X00 412A608X09
4PIN / 6PIN 1A 1A 1A 1A 1A
Contact form
8PIN 2A 2A 2A 2A 2A
Input Characteristics
Forward voltage (V)(Ve) 0.9-15 0.9-15 0.9-15 0.9-15 0.9-15
Reverse voltage at 10pA (V)(Vr) 5 5 5 5 5
Control current (mA)(lg) 5-50 5-50 5-50 5-50 5-50
Output Characteristic
Load voltage (V)(AC peak or DC)(V.) 400 400 400 600 600
Continuous rated  |SOP 100 120 100 50 50
load current (mA)(1) |spp/DIP 130 150 130 70 70
Peak current SOP 250 300 250 100 100
(MA)(ILpear) SMD/DIP 300 300 300 120 120
On-state resistance Max. (Q)(Ron) 30 16 30 60 60
Off-state leakage current (MA) (1) 1 1 1 1 1
Turn-on (msec)(Ton) 1 1 1 1 1
Turn-off (msec)(Tore) 1 1 1 1 1
Capacitance (pF){(Cour) 70 -— 70 100 100
Current limit typ. (mA) -—- -—- -—- -—- -—-
Input / Output Characteristics
I/O Capacitance (pF)(Cyo) 5 5 5 5 5
/0 Isolation voltage |SOP 1500 1500 2500 1500 2500
(VAC)(Vio) SMD/DIP 3750 3750 5000 3750 5000
I/O Isolation resistance (GQ)(Ryo) 5 5 5 5 5

Temperature limits

Operating (Top)

-40°C to +85°C (-40°F to +185°F)

Storage (Tsre)

-40°C to +100°C (-40°F to +212°F)

|
For the latest product information, Please visit our website at www.ece.com.tw




£GE

. 001
IS0 -
An e | HHL;JF Company

OHSAS 18001

-

211B064000 211B064009 211B204000 211B204009
DIP 211B066000 211B066009 211B206000 211B206009
212B068000 212B068009 212B208000 212B208009
Pa&'\;‘m)ber 311B064X00 311B064X09 311B204X00 311B204X09
(6 PIN) SMD | EPR 311B066X00 311B066X09 311B206X00 311B206X09
(8 PIN) 312B068X00 312B068X09 312B208X00 312B208X09
411B064X00 411B064X09 411B204X00 411B204X09
SOP 411B066X00 411B066X09 411B206X00 411B206X09
412B068X00 412B068X09 412B208X00 412B208X09
4PIN / 6PIN 1B 1B 1B 1B
Contact form
8PIN 2B 2B 2B 2B
Input Characteristics
Forward voltage (V)(V) 0.9-15 0.9-15 0.9-15 0.9-1.5
Reverse voltage at 10pA (V)(Vr) 5 5 5 5
Control current (mA)(lg) 5-50 5-50 5-50 5-50
Output Characteristics
Load voltage (V)(AC peak or DC)(V.) 60 60 200 200
Continuous rated SOP 100 100 80 80
load current (mA)11) |smp/pIP 100 100 100 100
Peak current SOP 250 250 200 200
(MA)(ILpear) SMD/DIP 300 300 250 250
On-state resistance Max. (Q)(Ron) 6 6 30 30
Off-state leakage current (MA) (1) 10 10 10 10
Turn-on (msec)(Ton) 1 1 1 1
Turn-off (msec)(Tore) 1 1 1 1
Capacitance (pF){(Cour) - -— 200 200
Current limit typ. (mA) -—- -—- -—- -—-
Input / Output Characteristics
I/0 Capacitance (pF)(Cyo) 5 5 5 5
/0 Isolation voltage [SOP 1500 2500 1500 2500
(VAC)(Vio) SMD/DIP 3750 5000 3750 5000
I/O Isolation resistance (GQ)(Ryo) 5 5 5 5

O

perating (Top)

-40°C to +85°C (-40°F to +185°F)

Temperature limits

Storage (Tsre)

-40°C to +100°C (-40°F to +212°F)

|
For the latest product information, Please visit our website at www.ece.com.tw
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211B354000 211B354009 211B404000 211B404009
DIP 211B356X00 211B356X09 211B406X00 211B406X09
212B358X00 212B358X09 212B408X00 212B408X09
Pa&'\é‘m)ber 3118354000 311B354009 311B404000 3118404009
(6 PIN) SMD | EPR 311B356X00 311B356X09 311B406X00 311B406X09
(8 PIN) 312B358X00 312B358X09 312B408X00 312B408X09
411B354000 411B354009 411B404000 411B404009
SOP 411B356X00 411B356X09 411B406X00 411B406X09
412B358X00 412B358X09 412B408X00 412B408X09
4PIN / 6PIN 1B 1B 1B 1B
Contact form
8PIN 2B 2B 2B 2B
Input Characteristics
Forward voltage (V)(V) 0.9-1.5 0.9-1.5 0.9-15 0.9-15
Reverse voltage at 10pA (V)(Vr) 5 5 5 5
Control current (mA)(lg) 5-50 5-50 5-50 5-50
Output Characteristics
Load voltage (V)(AC peak or DC)(V.) 350 350 400 400
Continuous rated SOP 80 80 80 80
load current (mA)(1) |spmppIP 100 100 100 100
Peak current SOP 200 200 200 200
(MA)(ILpear) SMD/DIP 250 250 250 250
On-state resistance Max. (Q)(Ron) 50 50 50 50
Off-state leakage current (MA) (1) 10 10 10 10
Turn-on (msec)(Ton) 1 1 1 1
Turn-off (msec)(Tore) 1 1 1 1
Capacitance (pF){(Cour) 200 200 200 200
Current limit typ. (mA) - -—- - -—-
Input / Output Characteristics
I/O Capacitance (pF)(Cyo) 5 5 5 5
/0 Isolation voltage [SOP 1500 2500 1500 2500
(VAC)(Vio) SMD/DIP 3750 5000 3750 5000
I/O Isolation resistance (GQ)(Ryo) 5 5 5 5

Operating (Top)

-40°C to +85°C (-40°F to +185°F)

Temperature limits

Storage (Tsre)

-40°C to +100°C (-40°F to +212°F)

|
For the latest product information, Please visit our website at www.ece.com.tw
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DP | | et | e | |
211C068000 211C068009 211C208000 211C208009
Part Number ———  —————————— [ I I
(4 PIN) sMD | EPR | e | e | ot |
Eg Em; 311C068X00 311C068X09 311C208X00 311C208X09
sop | | e | e | e |
411C068X00 411C068X09 411C208X00 411C208X09
4PIN / 6PIN
Contact form
8PIN 1A 1B 1A 1B 1A 1B 1A 1B
Input Characteristics
Forward voltage (V)(V) 0.9-15 0.9-15 0.9-15 0.9-1.5
Reverse voltage at 10pA (V)(Vr) 5 5 5 5
Control current (mA)(lg) 5-50 5-50 5-50 5-50
Output Characteristics
Load voltage (V)(AC peak or DC)(V.)| 60 60 60 60 200 200 200 200
Continuous rated  |SOP 350 100 350 100 150 80 150 80
load current (mA)(1) |spmpy/pIP 400 100 400 100 200 100 200 100
Peak current SOP 600 250 600 250 300 200 300 200
(MA)(ILpear) SMD/DIP 700 300 700 300 400 250 400 250
On-state resistance Max. (Q)(Ron) 14 6 14 6 10 30 10 30
Off-state leakage current (MA) (l.k) 1 10 1 10 1 10 1 10
Turn-on (msec)(Ton) 1 1 1 1 1 1 1 1
Turn-off (msec)(Tore) 1 1 1 1 1 1 1 1
Capacitance (pF){(Cour) 150 -— 150 -— 100 200 100 200
Current limit typ. (mA)
Input / Output Characteristics
I/O Capacitance (pF)(Cyo) 5 5 5 5
/0 Isolation voltage [SOP 1500 2500 1500 2500
(VAC)(Vio) SMD/DIP 3750 5000 3750 5000
I/O Isolation resistance (GQ)(Ryo) 5 5 5 5

Operating (Top)

-40°C to +85°C (-40°F to +185°F)

Temperature limits

Storage (Tsre)

-40°C to +100°C (-40°F to +212°F)

L __________________________________________________________________________________________HEb)
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DIP | | e | | |
211C358000 211C358009 211C408000 211C408009
Part Number —  —7————————— [ 1 I
(4 PIN) SMD | EPR | e | e e | e
Eg Em; 311C358X00 311C358X09 311C408X00 311C408X09
soP | | e | e | s |
411C358X00 411C358X09 411C408X00 411C408X09
4PIN / 6PIN
Contact form
8PIN 1A 1B 1A 1B 1A 1B 1A 1B
Input Characteristics
Forward voltage (V)(V) 0.9-15 0.9-1.5 0.9-15 0.9-15
Reverse voltage at 10pA (V)(Vr) 5 5 5 5
Control current (mA)(lg) 5-50 5-50 5-50 5-50
Output Characteristics
Load voltage (V)(AC peak or DC)(V.)| 350 350 350 350 400 400 400 400
Continuous rated  |SOP 100 80 100 80 100 80 100 80
load current (mA)(1) | smp/DIP 130 100 130 100 130 100 130 100
Peak current SOP 300 200 300 200 250 250 250 250
(MA)(ILpear) SMD/DIP 300 250 300 250 300 250 300 250
On-state resistance Max. (Q)(Ron) 30 50 30 50 30 50 30 50
Off-state leakage current (MA) (l.k) 1 10 1 10 1 10 1 10
Turn-on (msec)(Ton) 1 1 1 1 1 1 1 1
Turn-off (msec)(Tore) 1 1 1 1 1 1 1 1
Capacitance (pF){(Cour) - 200 -— 200 70 150 70 150
Current limit typ. (mA)
Input / Output Characteristics
I/O Capacitance (pF)(Cyo) 5 5 5 5
/0 Isolation voltage [SOP 1500 2500 1500 2500
(VAC)(Vio) SMD/DIP 3750 5000 3750 5000
I/O Isolation resistance (GQ)(Ryo) 5 5 5 5

Operating (Top)

-40°C to +85°C (-40°F to +185°F)

Temperature limits

Storage (Tsre)

-40°C to +100°C (-40°F to +212°F)

- ____________________________________________________________________________________________________HEK]
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211A354000L 211A354001L 211A354002L 211A404000L 211A404002L
DIP 311A354000L 311A354001L 311A354002L 311A404000L 311A404002L
412A354000L | 412A354001L | 412A354002L | 412A404000L | 412A404002L
Pa&'\é‘m)ber 211A356X00L | 211A356X01L | 211A356X02L | 211A406X00L | 211A406X02L
(6 PIN) SMD | EPR | 311A356X00L | 311A356X01L | 311A356X02L | 311A406X00L | 311A406X02L
(8 PIN) 412A356X00L | 412A356X01L | 412A356X02L | 412A406X00L | 412A406X02L
211A358X00L | 211A358X01L | 211A358X02L | 211A408X00L | 211A408X02L
SOP 311A358X00L | 311A358X01L | 311A358X02L | 311A408X00L | 311A408X02L
412A358X00L | 412A358X01L | 412A358X02L | 412A408X00L | 412A408X02L
4PIN / 6PIN 1A 1A 1A 1A 1A
Contact form
8PIN 2A 2A 2A 2A 2A
Input Characteristics
Forward voltage (V)(Ve) 0.9-15 0.9-15 0.9-15 0.9-15 0.9-15
Reverse voltage at 10pA (V)(Vr) 5 5 5 5 5
Control current (mA)(lg) 5-50 5-50 5-50 5-50 5-50
Output Characteristic
Load voltage (V)(AC peak or DC)(V.) 350 350 350 400 400
Continuous rated  |SOP 100 80 120 100 100
load current (mA)(1) |spmppIP 120 100 120 120 120
Peak current SOP 120 120 120 120 120
(MA)(ILpear) SMD/DIP 120 120 120 120 120
On-state resistance Max. (Q)(Ron) 35 55 22 40 22
Off-state leakage current (MA) (1) 1 1 1 1 1
Turn-on (msec)(Ton) 3 3 3 3 3
Turn-off (msec)(Tore) 1 1 1 1 1
Capacitance (pF){(Cour) --- --- - 70 -
Current limit typ. (mA) 180 180 180 180 180
Input / Output Characteristics
I/O Capacitance (pF)(Cyo) 5 5 5 5 5
/0 Isolation voltage |SOP 1500 1500 1500 1500 1500
(VAC)(Vio) SMD/DIP 3750 3750 3750 3750 3750
I/O Isolation resistance (GQ)(Ryo) 5 5 5 5 5

Temperature limits

Operating (Top)

-40°C to +85°C (-40°F to +185°F)

Storage (Tsre)

-40°C to +100°C (-40°F to +212°F)
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For the latest product information, Please visit our website at www.ece.com.tw






